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Southern Implants® is a leading provider of unique and innovative dental implant products with a focus on top-end
professional users who want more choices. Southern's expertise in research, development and manufacturing of dental
implants allows us to provide Innovative Treatment Solutions that will reduce treatment times and improve patient
outcomes.

Striving for excellence and meeting customer needs, has led to our wide product range characterised by Unique and
Innovative products which include:

Multiple interfaces, to suit customer preference.

INVERTA® implant, featuring a Body-Shift™ design, engineered for primary stability and suitable for immediate
loading.

Co-Axis®, subcrestal angle correction® implants, available in angulations of 12°, 24° and 36° and various infernal
and external connections.

MAXimplant, specifically designed forimmediate molar tooth replacement.

The ZYGAN®, ZYGEX and ZYGIN implants for severely resorbed maxilla and craniofacial reconstruction.

The Machined Surface Coronally (MSC) dental implant surface tfreatment offers practitioners an innovative way to
take advantage of the best characteristics of both smooth and moderately rough implant surfaces.

Our product portfolio is in synchronised evolution with protocol improvements and fechnological advances.

My sincere thanks fo all specialists, dentists and technicians who put their trust in our company.

Graham Blackbeard
Managing Director, Southern Implants
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NOTE:
images are for illustration purposes only and do not necessarily accurately represent the product.
all dimensions in this catalogue are in mm, unless otherwise specified.

« not all products are cleared for sale in all countries.
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INTERNAL OCTAGON (IT)
Standard interface

?3.3 mm
4.0 mm
5.0 mm
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@3.3 mm Implants (Parallel Walled)

A Restore with @4.8 mm standard interface components

L1

<>

@3.3 mm
ITC3xx
(where xx is implant length)
Implants are available in lengths of: NOTE: implant dimensions and information - page 33.
IMPLANT LENGTHS IMPLANT LENGTHS
ITEM CODE @ mm ITEM CODE @ mm ¥ 1
ITC306 06 ITC306F 06 =
ITC308 08 ITC308F 08 m
ITC310 10 ITC310F 10 ﬁ'
ITC312 12 ITC312F 12 : :
ITC314 14 ITC314F 14 3
NOTE: implants supplied without a fixture mount NOTE: implants premounted with fixture mount (indicated
are NOT packaged with a healing abutment. with *F” in item code) are packaged with TT1 healing abutment.
Site Prepara’rion sequence (illustrations are for 10 mm implants)

@3.3 mm Parallel Walled (ITC3xx)

Soft and Medium Bone

O O
Dense Bone
O O
& N
-1 N
& & & & W
rgoQ q,.Q qf]/ q/'\ <X
Io4 ® ® io4

I

S N E R

—'~.|-l [
T

NOTE: - site preparation sequence recommended by Southern Implants” does not replace the judgement and experience of the surgeon.
« refer to page 34 for insertion tool protocols.

Surgical Components

Cover Screw Healing Abutments
1710 TTx

¥

1/2/3/5/6/8/10/12

lengths
(where x is length)
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@4.0 mm Implants (Parallel Walled and Tapered)

e

<+
@4.1 mm @4.0 mm
ITC4xx ITT4xx

Implants are available in lengths of:

A Restore with @4.8 mm standard interface components

(where xx is implant length)

NOTE: implant dimensions and information - page 33.

IMPLANT LENGTHS IMPLANT LENGTHS IMPLANT LENGTHS IMPLANT LENGTHS

ITEM CODE (in mm) ITEM CODE (in mm) ITEM CODE (in mm) ITEM CODE (n mm) in
ITC406 06 [TT408 08 ITCA06F 06 ITT408F 08 =
ITC408 08 [TT410 10 ITCA08F 08 ITT410F 10

ITC410 10 TT412 12 ITCA10F 10 ITT412F 12

ITC412 12 11414 14 ITCA412F 12 [TT414F 14

ITC414 14 [TCA414F 14

NOTE: implants supplied without a fixture mount

are NOT packaged with a healing abutment.

Site Preparation Sequence

NOTE: implants premounted with fixture mount (indicated
with *F” in item code) are packaged with TT1 healing abutment.

(illustrations are for 10 mm implants)

@4.1 mm Parallel Walled (ITC4xx)

Soft and Medium Bone

O O
Dense Bone
O O
KN
N S
& @@ o
oS% ¥ g
oy ® ®

@4.0 mm Tapered (ITT4xx)

Soft and Medium Bone

—
1 _,“'..FI LI T
i

oO——O0—O0
Dense Bone
O O
&
1 >
& & S
oS q° e
< ® iog
1 .
= |
-4 ; .'

NOTE: - site preparation sequence recommended by Southern Implants” does not replace the judgement and experience of the surgeon.
« refer to page 34 for insertion tool protocols.

Surgical Components

Cover Screw
70 TTx

0y A
‘ 4

Healing Abutments

1/2/3/5/6/8/10/12

lengths

(where x is length)
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@5.0 mm Implants (Parallel Walled and Tapered)

A Restore with @4.8 mm standard interface components

@4.9 mm
ITC5xx
(where xx is implant length)
Implants are available in lengths of: NOTE: implant dimensions and information - page 33.
IMPLANT LENGTHS IMPLANT LENGTHS IMPLANT LENGTHS
ITEM CODE @ mm ITEM CODE @ mm ITEM CODE (n mm in
ITC506 06 ITC506F 06 [TT508F 08 =
ITC508 08 ITC508F 08 [TT510F 10
ITC510 10 ITC10F 10 ITT512F 12
ITC512 12 ITC512F 12 ITT514F 14
ITC514 14 ITC514F 14
NOTE: implants supplied without a fixture mount NOTE: implants premounted with fixture mount (indicated
are NOT packaged with a healing abutment. with *F” in item code) are packaged with TT1 healing abutment.
Site Prepara’rion sequence (illustrations are for 10 mm implants)
@4.9 mm Parallel Walled (ITC5xx) @5.0 mm Tapered (ITT5xx)
Soft and Medium Bone Soft and Medium Bone
O O O O
Dense Bone Dense Bone
o e} ¢} O
zﬁv S o z\‘&“ S
©
ré?ob w@& o v'\&o %Qob w@& al 0‘(\@ 0‘(\@ &
& SN OlS 2 > olg olg O 2
A H = 1 A o
I L - | 1 i
Ll SRR

NOTE: - site preparation sequence recommended by Southern Implants” does not replace the judgement and experience of the surgeon.
- refer to page 34 for insertion tool rotocols.

Surgical Components

Cover Screw Healing Abutments
1710 TTx

0y A
‘ 4

1/2/3/5/6/8/10/12

lengths
(where x is length)
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NOTE:

Prosthetic Flowchart

Healing
Abutments

Impression

ITS-CAS5
(engaging)

L)
g

(pick-up)

Copings

ITS-TRC5
(engaging)

i
fu

/

(transfer)

SFT-IT
(scanning flag)

Titanium

Laboratory
Analogues

LITS4

LAD-ITS
|
gl
i

Il
(digital
analogue)

ITS-GC1

(engaging)

ITS-GC1INE

(non-engaging)

Gold

TSAF4

SYN-4/5/6

Prosthetic
Components

ITS-TC1
(engaging)
ITS-TCINE

(non-engaging)

Titanium

SYN15D-C*
SYN15D-F*

@4.8 mm Interface

PKR-ITS
(engaging)

PEEK*

*Screw torque:
20 Nem

TSAF5.5

SYN20D-C*
SYN20D-F*

*C - a comer of the octagon indicating the angulation of the cylinder.
*F - a fiat of the octagon indicating the angulation of the cylinder.

CIA-ITS
(engaging)
CIA-ITS-NE

(non-engaging)

i
- |L
l 1
=]
SIB-ITS-48 SIB-ITS-55C1.5 SIB-ITS-55C3
(engaging) (engaging) (engaging)
SIB-ITSNE-48 SIB-ITSNE-55C1.5 SIB-ITSNE-55C3
(non-engaging) (non-engaging) (non-engaging)
@4.8 platform @5.5 platform 5.5 platform
0.9 mm collar 1.5 mm collar 3 mm collar
TIB-ITS TIB-ITS-C1.5
(engaging) (engaging)
TIB-ITSNE

(non-engaging)

&

0.6 mm collar 1

ITS-PA
(engaging)
ITS-PA-NE
(non-engaging)
PASSIVE
Abutments

ATk

ol -

TIB-ITSNE-C1.5

(non-engaging)

5 mm collar

fighten passive abutment luting screw and digital lab analogue screw with 1.22/1.27 universal driver.
«  refer to CAT-1189 for Equator overdenture abutments.

SIB-ITS-60C1.5
(engaging)
SIB-ITSNE-60C1.5

(non-engaging)

6.0 platform
1.5 mm collar

TIB-ITS-C3
(engaging)
TIB-ITSNE-C3
(non-engaging)

3 mm collar

TS-IT-PA

Titanium

TORQUE:
32-40 Ncm

Retaining
Screws

TSIT2

Titanium

TORQUE:
32-40 Ncm

BSIT2*

Brass

*(Blackened and
for laboratory
use only)

TS-IT-TIB

1
“

(TIB abutment

screw)
TORQUE:

32-40 Ncm

Passive Abutment Screws

BS-IT-PA*

Brass
*(Blackened and
for laboratory
use only)
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INTERNAL OCTAGON (IT)
Wide inferface

@5.0 mm
@6.0 mm
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@6.0 mm Implants (Tapered)

A Restore with @6.5 mm standard interface components

@5.7 mm
ITT6xx
(where xx is implant length)
Implants are available in lengths of: NOTE: implant dimensions and information - page 33.
IMPLANT LENGTHS
ITEM CODE (in rom) -
[TT606F 06 f__-‘
[TT608F 08 | |
L
[TT610F 10 ]
[TT612F 12
[TT616F 14

NOTE: implants premounted with fixture mount (indicated
with *F” in iftem code) are packaged with TT1 healing abutment.

Site Prepara’rion sequence (illustrations are for 10 mm implants)

@5.0 mm Tapered (ITT6xx)

Soft Bone

O O
Medium Bone

O O
Dense Bone

r
(s BC RS

NOTE: - site preparation sequence recommended by Southern Implants” does not replace the judgement and experience of the surgeon.
« refer to page 34 for insertion tool protocols.

Surgical Components

Cover Screw Healing Abutments
TT6-0 TT6x
ur i3

¥

1/2/3/5/6/8/10/12
lengths
(where x is length)
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Healing
Abutments

NOTE:

Impression
Copings

ITS6-CA5
(engaging)

ITS6-TRCS
(engaging)

I ]
2‘

(pick-up) (transfer)

SFT-IT6
(scanning Flag)

5

Titanium

Laboratory
Analogues

LITSé6

LAD-IT6

f

(digital
analogue)

Prosthetic
Components
ITS6-GC1 ITS6-TC1
(engaging) (engaging)
ITS6-GCTNE ITS6-TCINE

(non-engaging)

(non-engaging)

L
Tt
Gold Titanium
TSA6-4

B

iy

SYN615D-C*
SYN6-4/5/6 SYN615D-F

*C - a comer of the octagon indicating the angulation of the cylinder.
*F - aflat of the octagon indicating the angulation of the cylinder.

CIA-IT6
(engaging)
CIA-IT6-NE
(non-engaging)

|
SIB-IT6-65
(engaging)
SIB-IT6NE-65
(non-engaging)
6.5 platform
1.1 mm collar
TIB-IT6 TIB-IT6-C1.5
(engaging) (engaging)
TIB-IT6NE TIB-IT6NE-C1.5

(non-engaging)

A,

0.6 mm collar

(non-engaging)

1.5 mm collar

ITS6-PA
(engaging)
ITS6-PA-NE
(non-engaging)
PASSIVE
Abutments

Retaining
Screws
PKR-IT6
(engaging)
PEEK*
*Screw forque:
20 Ncm
TSA6-5.5
— TSIT2
1l
SYN620D-C* Titanium
SYN620D-F TORQUE:
/ 32-40 Nem
BSIT2*

Brass

*(Blackened and
for laboratory
use only)

SIB-IT6-75C1.5
(engaging)
SIB-IT6NE-75C1.5
(non-engaging)

@7.5 platform
1.5 mm collar

TIB-IT6-C3
(engaging)
TIB-IT6NE-C3

(non-engaging)

TS-IT-TIB

(TIB abutment
screw)
TORQUE:
32-40 Ncm

3 mm collar

+  tighten passive abutment luting screw and digital lab analogue screw with 1.22/1.27 universal driver.
«  refer to CAT-1189 for Equator overdenture abutments.

Passive Abutment Screws
TS-I-PA BS-IT-PA*
Titanium Brass

. *(Blackened and
TORQUE: for laboratory
32-40 Nem use only)
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INTERNAL OCTAGON (IT)
Standard interface

Co-Axis®
@4.0 mm
@5.0 mm
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@4.0 mm / @5.0 mm 12° Co-Axis® Implants (Tapered)

A Restore with @4.8 mm standard interface components

@4.0 mm
ITST12d-4xxF ITST12d-5xxF
(where xx is implant length)
Implants are premounted and available in lengths of: NOTE: implant dimensions and information - page 33.
IMPLANT LENGTHS (in mm) IMPLANT LENGTHS (in mm)
ITEM CODE L1 L2 ITEM CODE L1 L2 I }
ITST120-408F 8 9.62 ITST120-508F 8 9.45 b=
ITST120-410F 10 11.62 ITST120-510F 10 11.45 -|-1
ITST120-412F 12 13.62 ITST120-512F 12 13.45 |
ITST120-414F 14 15.62 [TST120-414F 14 15.45

NOTE: implants premounted with fixture mount (indicated
with "F” in item code) are packaged with TT1 healing abutment.

Site Prepara’rion sequence (illustrations are for 12 mm implants)
@4.0 mm Co-Axis® (ITST12d-4xx) @5.0 mm Tapered (ITT5xx)
Soft Bone Soft Bone
O——O0—O0 (e, O
Medium Bone Medium Bone
O O (e, O
Dense Bone Dense Bone
(¢} O o o}
& &
& & & & & R N & & & <
oS SO o & & KON o S5
o o o Q 9 ® ® & o <
'
A 3 =
-y ‘_Q- \ _.‘: _._
st .
._.._‘x.- e . L] i % ..!-_1_.
BERO ”,l: ey
s s

NOTE: - site preparation sequence recommended by Southern Implants” does not replace the judgement and experience of the surgeon.
« refer to page 34 for insertion tool protocols.

Surgical Components

Cover Screw Healing Abutments
1710 TTx
v 2
%

1/2/3/5/6/8/10/12
lengths

(where x is length)
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NOTE:

Prosthetic Flowchart

Healing
Abutments

Impression

ITS-CAS5
(engaging)

L)
g

(pick-up)

Copings

ITS-TRC5
(engaging)

i
fu

/

(transfer)

SFT-IT
(scanning flag)

Titanium

Laboratory
Analogues

LITS4

LAD-ITS
|
gl
i

Il
(digital
analogue)

ITS-GC1

(engaging)

ITS-GC1INE

(non-engaging)

Gold

TSAF4

SYN-4/5/6

Prosthetic
Components

ITS-TC1
(engaging)
ITS-TCINE

(non-engaging)

Titanium

SYN15D-C*
SYN15D-F*

@4.8 mm Interface

PKR-ITS
(engaging)

PEEK*

*Screw torque:
20 Nem

TSAF5.5

SYN20D-C*
SYN20D-F*

*C - a comer of the octagon indicating the angulation of the cylinder.
*F - a fiat of the octagon indicating the angulation of the cylinder.

CIA-ITS
(engaging)
CIA-ITS-NE

(non-engaging)

i
- |L
l 1
=]
SIB-ITS-48 SIB-ITS-55C1.5 SIB-ITS-55C3
(engaging) (engaging) (engaging)
SIB-ITSNE-48 SIB-ITSNE-55C1.5 SIB-ITSNE-55C3
(non-engaging) (non-engaging) (non-engaging)
@4.8 platform @5.5 platform 5.5 platform
0.9 mm collar 1.5 mm collar 3 mm collar
TIB-ITS TIB-ITS-C1.5
(engaging) (engaging)
TIB-ITSNE

(non-engaging)

&

0.6 mm collar 1

ITS-PA
(engaging)
ITS-PA-NE
(non-engaging)
PASSIVE
Abutments

ATk

ol -

TIB-ITSNE-C1.5

(non-engaging)

5 mm collar

fighten passive abutment luting screw and digital lab analogue screw with 1.22/1.27 universal driver.
«  refer to CAT-1189 for Equator overdenture abutments.

SIB-ITS-60C1.5
(engaging)
SIB-ITSNE-60C1.5

(non-engaging)

6.0 platform
1.5 mm collar

TIB-ITS-C3
(engaging)
TIB-ITSNE-C3
(non-engaging)

3 mm collar

TS-IT-PA

Titanium

TORQUE:
32-40 Ncm

Retaining
Screws

TSIT2

Titanium

TORQUE:
32-40 Ncm

BSIT2*

Brass

*(Blackened and
for laboratory
use only)

TS-IT-TIB

1
“

(TIB abutment

screw)
TORQUE:

32-40 Ncm

Passive Abutment Screws

BS-IT-PA*

Brass
*(Blackened and
for laboratory
use only)
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INTERNAL OCTAGON (IT)
Standard interface

MAXIT7
@7.0 mm
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MAXIT® @7.0 mm (Tapered) Implants

A Restore with @4.8 mm standard interface components

ITEM CODE IMPLANT LENGTHS (in mm)
i MAXIT7- 7F / OF / 11F
<+—>
@7.0 mm
MAXIT7xxF
(where xx is implant length)
Implants are premounted and available in lengths of: NOTE: implant dimensions and information - page 33.
IMPLANT LENGTHS
ITEM CODE (in mm) - ]
MAXIT7-7F 7 }Er
MAXIT7-9F 9
MAXIT7-11F 11 s

NOTE: implants premounted with fixture mount (indicated
with *F” in iftem code) are packaged with TT1 healing abutment.

Site Prepara’rion sequence (illustrations are for 9 mm implants)

@7.0 mm Tapered (MAXIT7xx)

=

; , , , .
% t .I

site preparation sequences recommended by Southern Implants® do not replace the judgement and experience of the surgeon.
drill length of infermediate drills may differ from the length of definitive drills.

*

Surgical Components

Cover Screw Healing Abutments

1710 TTx

0y i
: E

1/2/3/5/6/8/10/12

lengths
(where x is length)

20



NOTE:

Prosthetic Flowchart

Healing
Abutments

Impression

ITS-CAS5
(engaging)

L)
g

(pick-up)

Copings

ITS-TRC5
(engaging)

i
fu

/

(transfer)

SFT-IT
(scanning flag)

Titanium

Laboratory
Analogues

LITS4

LAD-ITS
|
gl
i

Il
(digital
analogue)

ITS-GC1

(engaging)

ITS-GC1INE

(non-engaging)

Gold

TSAF4

SYN-4/5/6

Prosthetic
Components

ITS-TC1
(engaging)
ITS-TCINE

(non-engaging)

Titanium

SYN15D-C*
SYN15D-F*

@4.8 mm Interface

PKR-ITS
(engaging)

PEEK*

*Screw torque:
20 Nem

TSAF5.5

SYN20D-C*
SYN20D-F*

*C - a comer of the octagon indicating the angulation of the cylinder.
*F - a fiat of the octagon indicating the angulation of the cylinder.

CIA-ITS
(engaging)
CIA-ITS-NE

(non-engaging)

i
- |L
l 1
=]
SIB-ITS-48 SIB-ITS-55C1.5 SIB-ITS-55C3
(engaging) (engaging) (engaging)
SIB-ITSNE-48 SIB-ITSNE-55C1.5 SIB-ITSNE-55C3
(non-engaging) (non-engaging) (non-engaging)
@4.8 platform @5.5 platform 5.5 platform
0.9 mm collar 1.5 mm collar 3 mm collar
TIB-ITS TIB-ITS-C1.5
(engaging) (engaging)
TIB-ITSNE

(non-engaging)

&

0.6 mm collar 1

ITS-PA
(engaging)
ITS-PA-NE
(non-engaging)
PASSIVE
Abutments

ATk

ol -

TIB-ITSNE-C1.5

(non-engaging)

5 mm collar

fighten passive abutment luting screw and digital lab analogue screw with 1.22/1.27 universal driver.
«  refer to CAT-1189 for Equator overdenture abutments.

SIB-ITS-60C1.5
(engaging)
SIB-ITSNE-60C1.5

(non-engaging)

6.0 platform
1.5 mm collar

TIB-ITS-C3
(engaging)
TIB-ITSNE-C3
(non-engaging)

3 mm collar

TS-IT-PA

Titanium

TORQUE:
32-40 Ncm

Retaining
Screws

TSIT2

Titanium

TORQUE:
32-40 Ncm

BSIT2*

Brass

*(Blackened and
for laboratory
use only)

TS-IT-TIB

1
“

(TIB abutment

screw)
TORQUE:

32-40 Ncm

Passive Abutment Screws

BS-IT-PA*

Brass
*(Blackened and
for laboratory
use only)
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INTERNAL OCTAGON (IT)
Wide inferface

MAXIT8
@8.0 mm

MAXIT9
@9.0 mm
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MAXIT® @8 mm / @9 mm Implants (Tapered)

A Restore with @6.5 mm standard interface components

@8.0 mm
MAXIT8xxF
(where xx is implant length)
Implants are premounted and available in lengths of: NOTE: implant dimensions and information - page 33.
IMPLANT LENGTHS
ITEM CODE (in mm)
MAXIT8-7F 7
MAXIT8-9F 9
MAXIT8-11F 11

NOTE: implants premounted with fixture mount (indicated
with *F” in iftem code) are packaged with TT1 healing abutment.

Site Prepara’rion sequence (illustrations are for 9 mm implants)

@8.0 mm Tapered (MAXIT8xx)

A o
& & & & & & & W
oS q° o > O o \® o\
N ® ) ® ® ) ® <
k LR £l 1;
1 L - T
: : :
T
| | | I
.- |' b [ [ |
- w f il I\H_
NOTE:

site preparation sequences recommended by Southern Implants® do not replace the judgement and experience of the surgeon.
drill length of infermediate drills may differ from the length of definitive drills.

Surgical Components

Cover Screw Healing Abutments
TT6-0 TT6x
ur i3

¥

1/2/3/5/6/8/10/12

lengths
(where x is length)
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MAXIT® @8 mm / @9 mm Implants (Tapered)

A Restore with @6.5 mm standard interface components

@9.0 mm
MAXIT9xxF
(where xx is implant length)
Implants are premounted and available in lengths of: NOTE: implant dimensions and information - page 33.

IMPLANT LENGTHS

ITEM CODE @ mm
MAXIT9-7F 7
MAXIT9-9F 9
MAXITO-T1F 11

NOTE: implants premounted with fixture mount (indicated
with *F” in iftem code) are packaged with TT1 healing abutment.

Site Prepara’rion sequence (illustrations are for 9 mm implants)

@9.0 mm Tapered (MAXIT9xx)

q9
& & & & & & ol
°3\§ o€ o€ o€ o€ o ‘g,@

& g & & ¢ ® S

| #

:- i f q j
- e T ..»-"" ] a-. a - h :

NOTE:

site preparation sequences recommended by Southern Implants® do not replace the judgement and experience of the surgeon.
drill length of infermediate drills may differ from the length of definitive drills.

Surgical Components

Cover Screw Healing Abutments
TT6-0 TT6x
ur i3

¥

1/2/3/5/6/8/10/12
lengths
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Healing
Abutments

TT6x

NOTE:

Impression
Copings

ITS6-CAS

ITS6-TRC5
(engaging)

(engaging)

I ]
2‘

(pick-up) (transfer)

SFT-IT6
(scanning Flag)

5

Titanium

Laboratory Prosthetic Retaining
Analogues Components Screws
ITS6-GC1 ITS6-TC1 PKR-IT6
(engaging) (engaging) (engaging)
ITS6-GCTNE ITS6-TCINE
(non-engaging) (non-engaging)
1 [
ot
Gold Titanium PEEK *
*Screw forque:
20 Ncm
TSA6-4 TSA6-5.5
] |
i il TSIT2
& i
LITSé6
SYN615D-C* SYN620D-C* Titanium
SYN6-4/5/6 -
SYN615D-F SYN620D-F TORQUE:
| / 32-40Nem
| |
- T
*C - a comer of the octagon indicating the angulation of the cylinder. Y
*F - aflat of the octagon indicating the angulation of the cylinder. BSIT2
CIA-IT6
(engaging)
CIA-T6-NE Brass
(non-engaging) *(Blackened and
for laboratory
1 use only)
|
LAD-IT6
SIB-IT6-65 SIB-IT6-75C1.5
(engaging) (engaging)
- SIB-IT6NE-65 SIB-IT6NE-75C1.5
(non-engaging) (non-engaging)
]
(digital
analogue)
6.5 platform @7.5 platform
1.1 mm collar 1.5 mm collar
TIB-IT6 TIB-IT6-C1.5 TIB-IT6-C3
(engaging) (engaging) (engaging) TS-T-TIB
TIB-IT6NE TIB-IT6NE-C1.5 TIB-IT6NE-C3
(non-engaging) (non-engaging) (non-engaging)
(TIB abutment
screw)
ﬁ TORQUE:
32-40 Ncm
0.6 mm collar 1.5 mm collar 3 mm collar
1TS6-PA Passive Abutment Screws
(engaging) TSIT-PA BS-T-PA"
ITS6-PA-NE
(non-engaging)
PASSIVE
Abutments
N | Titanium Brass
*(Blackened and
|"L* B TORQUE: for laboratory
32-40 Nem use only)

refer to CAT-1189 for Equator overdenture abutments.
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TORQUE TABLE FOR SOUTHERN SCREWS

Torx Prosthetic screws

Torx Passive Abutment screws

M2

1 TORQUE:
32-40 Ncm

Head diameter:

- 2.70 mm

Screw TORQUE with

TSIT2 PEEK prosthetics: BSIT2*

Brass

20 Nem

TIB Abutment screw

TORQUE:
Finger fighten

Screw Head Connection

M2
1 TORQUE: TORQUE:
r[ 32 -40 Ncm Finger tighten
Head diameter:
2.70 mm
Screw TORQUE with
TS-IT-PA PEEK prosthetics: BS-T-PA™

20 Nem Brass

Screw product codes

M2
TORQUE:
32-40 Ncm
Head diameter:
TS-IT-TIB 2.40 mm

NOTE:

-
-

due fo design revisions screw tips may be flat or rounded.
always ensure that the correct screw is used for the relevant implant and component.

*  blackened and for laboratory use only.

DRILL INFORMATION

Southern screws are manufactured from different materials.
This is indicated with the first letfer of the product code:
Titanium

Gold

Brass

= Passive screws - Titanium anodised

TwQ -
Il

Twist Drill Markings

Ve

Final tapered drill position for Co-Axis® implants

14 mm

12mm

W 0mm

8 mm

6 mm

D-220C

| y\
CAUTION: when drilling
close to crucial anatomical
landmarks, consider that the
drill preparation site may be

up to 1 mm deeper than the
corresponding implant length.

p

PLEASE NOTE:

Point 1

This corner of the drill
is fo be at bone level.

Point 2
This corner of the drill
will be subcrestal.
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IIIT-EG for surgical placement of IT Implants INSTRUMENT TRAY

TOP TRAY
( " N\ 4 " \ e ~\
4 \ ) L o TCI S
" Pilot Drills @2.2 mm Dedicated ps s - N\
Twist Drill Twist Drills z| Cylindrical Handpiece
H Insertion Tools
D-3SPADE-1.8M D-220C D-275C ~|  DTAPITC3 .
< D-RBMS D-350C .| DIAPITCA IHITS-GS
L D-12T-M15 D-430C ] DJAPITCS - I-HITS
1 D-16T 'J-;; To fit W&H
' Handpiece
Longer shaft drill { Longer shaft drills ‘rFl':
available td available llL* )
N\ J . 2 J N\ J
f I-HITSU
I-HITSU-S
i To fit any
( ) w Handpiece
Counter
Sink IniFal Diifs
D-CSS-M
(D24 mm)
D-CSS5 I
(@25 mm) { L
’ﬁ-ﬂ #ﬂ il’a (
y o) Spares Wrench
HEp Insertion Tool
- N ] i L] Tl foms *
Dedicated 40 ) +* X ﬂ L3
Tapered Dirills oy * -
B ¥ FWHTS
oss fY :
' ” ‘”I $ * H I-WI-ITS-S
24.0 e Wrench insert
D-408T |t 0 W0 B r
D-410T - ol
D-412T
D-414T \ J
| ]
- N [ i N N ([ A
Taps Handpiece Handheld Wrench
¢ Tapered Drivers Drivers Drivers
, = Torx Torx Torx
p D-TAP-ITT4 ' ] &
| 25.0 M D-TAP-TTS = i_i
] D-508T § D-TAP-ITT6 I-HSCS-5/M/L I-SCS-S/M/L I I-\WI-SCS-S/M/L
= D-510T B
= D-512T ! E
Il D-514T B =
s T |
il \. J
.'" .
Hex Hex Hex
i 260 UNIVERSAL 1.22/1.27 UNIVERSAL 1.22/1.27 UNIVERSAL 1.22/1.27
D-608T : )
| p-610T I-HHD-22U-5/M/L ; “»“j FHD-22U-5/M/L FWI22U-S/M/L
v D-612T . ?;
= E Ii@
o I |
|\ J |\ J O\l /. J




BOTTOM TRAY

)
Drill
Extensions

I-DE-G
WandH
I-DE-K
1 B Universal
1
:
—

N
Direction Indicators Angled Direction
r N D Indicators
Fixture Mount Placement
s |-DIF12D I-DIN-12D
Conver.terl Tool | I,‘r L DL24D L DIN24D
Extension igf  1DI36D I-DIN-36D
Instrument d 2.0
Umm
s @2.0 mm
[-CON-IT i)
- TS-FMU Fixture Mount | | 3
Driver )
I ‘- @1.0mm
| il @2.8 mm -_'.
. J \\ J \\ J \\ - J
4 N\
Wrench Converters
[\WI-CST
For Handpiece inserts
s L (latch-type)
e achon Sicass featuring the W&H hex

F.

|

i
( ] I-WI-SL
Depfh Gauge b —_—— For Handpiece inserts
Wra e (latch-type)
without the W&H hex.
I-WI-SS
For SQUARE
connection of
fixture mounts
-DG-20 and instruments
: l-WI-SH
- For HEX
N L
connection of
‘ fixture mounts.
- . J
n
o
| Vs N
~ Torque Attachments
( Ratchet Wrench — -
Flat Spanner R —==Eub} .
G | = = —
e — e i
I-TWS-B45 i
I-SPAIT (system specific) WS I-TWS-B100
\ \. J
NOTE:
« the surgical kit has an intuitive layout fo guide the surgeon through the drill sequence.

most Instruments available in various lengths.
all instruments and tooling used during the procedure must be maintained in good condition, cleaned and sterilized prior to use. Please consult the

Instructions for Use: Southern Implants instrument tray and reusable instruments (CAT-8003 and CAT-8070) for guidance concerning the maintenance of
instruments and surgical trays.Please consult the corresponding drill Instructions for Use regarding care and maintenance of drills.
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I-MAX-EG for surgical placement of MAXIT Implants

TOP TRAY
(
Pilot Drills
| D-3SPADE-1.8M
D-RB-MS
D-12TM15
= D-16T
.
P
Dedicated
Tapered Drills
EXTERNAL HEX
INTERMEDIATE DRILLS
(MAXIT implants)
i @?3.3
Ll D-33TP-8.5
n D-33TP-10
[ D-33TP-11.5
o
|
[ ?4.0
D-40TP-6
= D-40TP-8.5
IS D-40TP-10
i D-4Q0TP-11.5
-
o 25.0
D-50TP-6
= D-50TP-8.5
i D-50TP-10
o D-50TP-11.5
I
|
I
I
3

@2.0 mm
Twist Drills

D-20T-M10
D-20-M15

Lporos

30

sk * &

MO

Intermediale dills

eizk % %
ca e ke %

o % %

MAX drills
= *1 *”
@7 i"' *, *“
o4 'i" '#? ‘-ﬂ-‘“

vk & %
\ T ¥ II)

Gouges

EEEREEREIIE N

1 ——

.

Dedicated
MAX Dirills

26.0

' D-MAX6-7
D-MAX6-9
D-MAX6-11

7.0
i';: D-70TP-7
L D-70TP-9
D-70TP-11

@8.0
D-80TP-7
D-80TP-9
D-80TP-11

@9.0
D-90TP-7
D-90TP-9
D-90TP-11

* Longer shaft length
available for

drills

@7 mm, @8 mm and @9 mm

J

INSTRUMENT TRAY

& / Implant measure

~N

Dedicated MAX Taps

' @7.0
D-TAP-MAX7-7
D-TAP-MAX7-9
D-TAP-MAX7-11

@8.0
D-TAP-MAX8-7
D-TAP-MAX8-9
D-TAP-MAX8-11

Y

=F
9.0
D-TAP-MAX9-7
D-TAP-MAX9-9

D-TAP-MAX9-11

J




BOTTOM TRAY . ( )
Handpiece Handheld Wrench
Drivers Drivers Drivers
Torx Torx Torx
i
I-HSCS-S/M/L I-SCS-S/M/L FWI-SCS-S/M/L
4 N\
Placement Tool I
S
. [-CON-IT
Fixture Mount Fixture Mount - \
Converter/ Driver : -
Extension Hex Hex Hex D"e.c“on
Instrument UNIVERSAL 1.22/1.27 UNIVERSAL 1.22/1.27 UNIVERSAL 1.22/1.27 Indicators
L J | 1|
HTS-EMU I-HHD-22U-S/M/L -WI-22U-S/M/L : DI
@20/ 2.8
i LE DL
-~ 0 | @4.0 / @5.0
- | o
) !
\ J
4 N\
Wrench Converters
e -
Depth Gauge
P 9 [\WI-CST
. For Handpiece inserts
* (latch-type)
\\ featuring the W&H hex
N
[\WI-SL
For Handpiece inserts
I-DG-20 (latch-type)
without the W&H hex.
[-WI-SS
- For SQUARE
- connection of
! fixture mounts
4 and instruments
| FWI-SH
i For HEX
connection of
fixture mounts.
|\ J
| 4 N\
~ g Torque Attachments
( Ratchet Wrench — -
Flat Spanner P ———, -
- n ="}
0 RSN = =T I ;
e —  — i
I-TWS-B45 i
I-SP-IT (system specific) FTWS -TWS-B100
. |\ J
NOTE:

the surgical kit has an intuitive layout fo guide the surgeon through the drill sequence.
most Instruments available in various lengths.

all instruments and tooling used during the procedure must be maintained in good condition, cleaned and sterilized prior to use. Please consult the
Instructions for Use: Southern Implants instrument tray and reusable instruments (CAT-8003 and CAT-8070) for guidance concerning the maintenance of
instruments and surgical trays.Please consult the corresponding drill Instructions for Use regarding care and maintenance of drills.
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I-PROS-EG Prosthetic Instrument Tray

INSTRUMENT TRAY

TOP TRAY
Dedicated space for Dedicated space for Dedicated space for
Latch Drivers Hand Drivers Wrench Drivers
4 N\ ( \
i LATCH DRIVERS E [ HAMND DRIVERS 1 FWIH'H:II l:lll'lnl'El‘—5-||
LR (R
LA R KR )R
LR NIRRT R
PR PR e
LA L N R IR R
\h J) \L g ‘)
BOTTOM TRAY

Wrench Converters

-WI-CST
For Handpiece inserts
(latch-type)
featuring the W&H hex

FWI-SL

For Handpiece inserts

(latch-type)
without the W&H hex.

-WI-SS
For SQUARE
connection of
fixture mounts

and instruments.

4 4 -WI-SH
s & all For HEX
L - connection of
. “ " - fixture mounts.
h - ,f/? . J
M\H _J/
e )
Torque Attachments
Ratchet Wrench
= b -
Flat Spanner {{(—\ . ==Eﬂb', .
- ) it~ 87 =k I )
[ — G |
I-TWS-B45
I-SPHIT (system specific) F-TWS I-TWS-B100
. J

NOTE:

this instrument tray is fo be customised by the user o be suitable for use with the preferred implant system and its surgical or prosthetic items.

most instfruments are available in various lengths.
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IMPLANT DIMENSIONS AND INFORMATION

%) o X0 IMPLANT
sf | 52E| EE B8 | %z | 9x i Qe 2 u LENGTHS
o <O w T w = S = < In g o o
RANGE 2s S S =S i 20 w O s o a0}
< o= 17 - 0 Oim xE < zJ =Z
=% |233| g3 |Gg | °%f | &% | "3 | 5& | 3%
o o o35 0o o 6| 8|10| 12 14
ITC3 (F) @3.3 mm 3.3 3.67 @4.8 mm| 3.11 2.36 1.0 2.75 C VIV V] VY
ITC4 (F) @4.1 mm 4.1 3.67 @4.8 mm| 3.11 2.36 1.25 3.5 C VIV V] VY
ITT4 (F) @4.0 mm 4.0 3.67 4.8 mm| 3.11 2.36 0.6 1.85 T Vi V| V]V
ITC5F @4.9 mm 4.9 3.67 @4.8 mm| 3.11 2.36 1.25 4.3 C VIV V] VY
ITT5(F) @5.0 mm 5.0 3.67 @4.8 mm| 3.11 2.36 0.6 3.0 T VIV V] Y
ITC6-5F @4.9 mm 4.9 5.0 @6.5mm| 3.11 2.55 1.25 4.3 C VI V| V|V
ITT6-5 (F) @5.0 mm 5.0 50 @6.5mm| 3.11 2.55 0.6 3.0 T VI V] Y
ITT6F @6.0 mm 5.7 5.0 @6.5mm| 3.11 2.55 0.8 4.5 T VI VY
ITST12D-4F @4.0 mm 4.0 3.67 @4.8 mm| 3.11 1.365 0.6 1.85 T 12° VIV V] Y
ITST12D-5F @5.0 mm 5.0 3.67 @4.8 mm| 3.11 1.0 0.6 2.8 T 12° VI V| V]V
7191
MAXIT7F @7.0 mm 7.0 3.67 @4.8 mm| 3.11 1.25 0.8 4.44 T VIV
MAXIT8F @8.0 mm 8.0 5.0 @6.5mm| 3.11 1.28 0.8 3.94 T VI V]V
MAXIT9F @9.0 mm 9.0 5.0 @6.5mm| 3.11 1.43 0.8 4.94 VI V|V
PROSTHETIC PLATFORM
DIAMETER
IMPLANT
PLATFORM DIAMETER
>
PLATFORM
ANGLE
COLLAR
HEIGHT
THREAD
PITCH
MAJOR
DIAMETER
<>
APEX
DIAMETER
NOTE:

all dimensions in this catalogue are in mm, unless otherwise specified.

not all products are cleared for sale in all countries.
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COUNTERSINKS

A countersink is a surgical instrument designed to enlarge the diameter of the proximal portion of a hole drilled in bone in

order to resess the fop of the implant or abutment within the bone (enable to lie flush with or below the crestal bone
surface).

Counter sinks have laser marked lines in the cutting part to indicate depth of counter sinking.

Fig. 1

D-CSs-5

w1

?4.8 mm implant platform

D-CSS-F with ITC-410

r < @5.0 mm

< @4.1 mm

@6.5 mm implant platform

@6.0 mm —
@5.0 mm —»

D-CSS-5 with ITC6-510
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COUNTERSINKS

Southern Implants® provides the user with countersinks for when the implant is placed subcrestal, or to seat the implant
platform atbone level. All drilling is performed at speed of 1000- 1500 rom, with constant irrigation with sterile saline.

The lines on the countersink indicate the diameter and will determine the drilling depth according to surgical planning (fig.
2). Make sure to use a countersink compatible with the indicated drilling sequence according to the prosthetic interface
and dimensions of the planned implant.

-

Fig. 2

]

-l » -4

Co-Axis®
When placing a Co-Axis® implant, depending on the gap between the planned Fig.3
implant and the palatal bone plate, deeper countersinking may be appropriate fo
avoid interference of bone when seating the implant and removal of the fixture
mount (fig. 3).
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Implant placement with Placement Tools

Pick-up and Placement Procedure

The tool I-HITS is used to pick-up the implant from the packaging.

The octagons on the I-HITS and those of the implant might not line-up and this may result in
them not engaging. The placement tool will, however pick-up theimplant (fig.4).

The implant is placed in the prepared site and inserted at 10 to 15 rpm, while applying
downwards pressure.

Octagons should engage when implant starts fo turn into bone, if not engaged at pick-up.
Before maximum forque can be applied, the octagon on the placement fool should be fully
engaged and flush with the implant (fig.5).

If they do notengage:

a. Change the direction of the rotation.

b. Rotate the implantvery slightly (half aturn).

c. Change the direction again. Only when fully engaged, start screwing the implant into
bone.

Fig.4

Fig.5

NOTE: the PEEK bits (I-PBIT-2) should be replaced on aregular basis (items sold separately). General wear and tear are

tobe expected withregular use.

Implant placement for implants with Fixture Mounts

These implants are packaged with a propriety design fixture mount that is compatible with a selection of surgical insertion

fools and wrenches.

Octagon
Suitable for use with:
[F-CON-IT
-ITS-FMU

Hex
To hold fixture mount while
loosening screw (I-SPAT).

Southern Square
Suitable for use with:
Ratchet/Torque Wrench
I-SP-IT (Fixture Mount Spanner)

I-CON-IT

ﬂ I-RATCHET-2
( &,

I-ITS-FMU

I-SP-IT

@ e
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Placement with Southern Handpiece Driver (I-FCON-IT)

The I-CON-IT is used to pick up the implants from the product packaging (fig. 6).

Use the I-CON-IT fo drive the implant into the prepared site. Apply downward
pressure, using animplant motor and handpiece, with a speed of 10-15rpm.

Placement with Southern Wrench

After completing the insertion of the fixture info the prepared site using the motor
unit, a cylinder wrench (I-RATCHET-2) can be used to complete the placement
manually (fig.7).

Affer placement is complete, loosen the fixture mount screw with an I-SCS-S/M/L
Torx driver and remove the fixture mount.
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TRY-IN abutments

Octagon Try-In Kit

@4.8 Interface
/; L

TRY-SYN15D-C TRY-SYN20D-C
TRY-SYN15D-F TRY-SYN20D-F

C - a corner of the octagon indicating the angulation of the cylinder (fig. 8).
F - aflat of the octagon indicating the angulation of the cylinder (fig. 9).

6.0 Interface

TRY-SYN615D-C
TRY-SYN615D-F

(.
Fig.8

~

-
Fig.9

~

TRY-SYN620D-C
TRY-SYN620D-F
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EXPLANATION OF SYMBOLS

The following symbols are used on packaging labels and they indicate the following:

0 “ Manufacturer

9 Implant image

e Implant details and size

o

© 0

Frere] R

O0PE@OEWA®EH®ER ;

Sterilisation using Irradiation
European Representative
Catalogue number

Batch Code

Do not Resterilise

Consult instruction for use
Do not reuse
CE mark and notfified body number

Use by Date

Date of manufacture

Do not use if package is damaged

Identifies the product as a medical device

MR Conditional / Magnetic Resonance Conditional

Single sterile barrier system

Double sterile barrier

2D Bar coding
Contains the GTIN, Use by date and LOT number

Patient sticker for documentation purposes
(to be used by health care provider on patient file)

K

Prescription device

CAUTION: FEDERAL LAW RESTRICTS THE DEVICE TO SALE BY
OR ONTHE ORDER OF A LICENCED HEALTH CARE PROVIDER.

Product description
(tfranslated as per international standards)

4 N\
’353 Doc #0000-0 Rev 0

SOUTHERNIMPLANTS

g MAXIT7-9F

Implant, IT, MAXIT™,
@7.0x9 mm

southernimplants.com/ifu

@ o] ®
£ CE

t) fiy o] yyyy- mm-dd [MD]

g & yyyy- mm-dd

DE Implantat PT irplarne
FR Imprant ES Implams
IT Impianio

MAXIT7-9F

r ¥ (01) 00000000000000
17) Use by Date

'E 11) Manufacture Date
(10) LOT Number

i‘E
N

SOUTHERNIMPLANTS" SOUTHERNIMPLANTS®
MAXIT7-9F MAXIT7-9F
LOT] * LOT| *

{ SOUTHERNIMPLANTS® suumsnwpumg%

MAXIT7-9F MAXIT7-9F
LOT] * *

Southern Implants (Pty) Ltd

1 Albert Rd, IRENE, 0062, South Africa.
[EC TREP] Southern Implants Europe AB,
Holmagatan 30, S-791 71 Falun, Sweden
Southern Implants North America, Inc,
225 Chimney Corner Lane, Suite 3011, Jupiter, FL
33458, USA

For more information on
Instructions for Use of our products,

or visit our website
southernimplants.com/ifu

Images are for illustration purposes only and do not necessarily accurately represent the product.
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For more information scan the below

fo contact your Southern Implants Representative
or visit southernimplants.com

=
53 South Africa - Headquarters 1 Albert Road, Irene, RSA

SDUTHERNIMPLANTS® T: +27-12-667-1046 | E: InfO@SOUThemlmplonfscom

Innovative Treatment Solutions
[EC] REP]
Southern Implants Europe AB Holmgatan 30, S-791 71, Falun, Sweden
E: ecrep@southernimplants.com

Subsidiaries

Australia Spain and Portugal United Kingdom and Ireland USA and Canada

Southern Implants Australia Southern Implants Ibérica Southern Implants UK Southern Implants North America Inc.

T: +61-2-8076-9337 T: +34 935053 507 T: +44-20-8899-6845 /6 /7 T: +1-561-472-0990

E: info@southernimplants.com.au E: info@southernimplants.es E: info@southernimplants.co.uk E: customercare@southernimplants.com

Southern Implants® are distributed world-wide, please visit southernimplants.com for a list of Distributors.
For the latest and full assortment of Southern Implant® products, visit our current resources library at southernimplants.com.

CAT-2005-15




